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Casting instruction

Foundation in concrete 
for wood pellet silos

The foundation is led to a solid bottom and frost-free 
depth, however at least 1,000 mm.

The silo is attached to the concrete foundation with 
expansion bolts or glue anchors. 

Execution and control according to DS-EN 1992 
and the concrete description for building structures 
(B.B.B).

Concrete quality according to DS-EN 206.

 > Environmental class Moderate.

 > Safety class Normal.

 > Control class Normal. 

A density of 650 kg/m3 has been calculated.

Silotype Volume Diameter  Number of pins Weight / Silo Dimensions, A x B mm Reinforcement mm

T4.5 4.5 m³ 2,400 4 pcs. 360 kg 2,500 x 2,500 T 10 pr. 300

T6 6 m³ 2,400 4 pcs. 395 kg 2,500 x 2,500 T 10 pr. 300

T8 8 m³ 2,400 4 pcs. 430 kg 2,500 x 2,500 T 10 pr. 300

T10 10 m³ 2,400 4 pcs. 465 kg 2,500 x 2,500 T 10 pr. 300

T13 13 m³ 2,400 4 pcs. 520 kg 2,500 x 2,500 T 10 pr. 300

T16 16 m³ 2,400 4 pcs. 600 kg 2,500 x 2,500 T 10 pr. 300

T21 21 m³ 2,400 4 pcs. 660 kg 2,500 x 2,500 T 10 pr. 300

T26 26 m³ 2,400 4 pcs. 730 kg 2,500 x 2,500 T 10 pr. 300

T32 32 m³ 2,400 4 pcs. 900 kg 2,500 x 2,500 T 10 pr. 300

T40 40 m³ 2,400 4 pcs. 1,150 kg 2,500 x 2,500 T 10 pr. 300

Fortsættes.

Cross-sectional A - A

Reinforcement mesh is placed in the 
middle of concrete deck and plinth
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Silotype Volume Diameter  Number of pins Weight / Silo Dimensions, A x B mm Reinforcement mm

T40 40 m³ 3,000 4 pcs. 1,340 kg 3,200 x 3,200 T 10 pr. 300

T50 50 m³ 3,000 4 pcs. 1,480 kg 3,200 x 3,200 T 10 pr. 300

T60 60 m³ 3,000 4 pcs. 1,760 kg 3,200 x 3,200 T 10 pr. 300

T70 70 m³ 3,000 4 pcs. 2,000 kg 3,200 x 3,200 T 10 pr. 300

T75 75 m³ 3,000 6 pcs. 2,575 kg 3,400 x 3,400 T 10 pr. 300

T80 80 m³ 3,350 6 pcs. 2,700 kg 3,700 x 3,700 T 12 pr. 150

T90 90 m³ 3,350 6 pcs. 2,850 kg 3,700 x 3,700 T 12 pr. 150

T100 100 m³ 3,350 6 pcs. 2,900 kg 3,700 x 3,700 T 12 pr. 150

T110 110 m³ 4,000 8 pcs. 3,000 kg 4,300 x 4,300 T 12 pr. 150

T120 120 m³ 4,000 8 pcs. 3,100 kg 4,300 x 4,300 T 12 pr. 150

T130 130 m³ 4,000 8 pcs. 3,200 kg 4,300 x 4,300 T 12 pr. 150

T140 140 m³ 4,000 8 pcs. 3,300 kg 4,300 x 4,300 T 12 pr. 150

T150 150 m³ 4,000 8 pcs. 3,500 kg 4,300 x 4,300 T 12 pr. 150

Cross-sectional A - A

Reinforcement mesh is placed in the 
middle of concrete deck and plinth
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